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How to set up Trap-X® Wasp

1 Trap-X®parts 2 Entrancereducer & elbow
! Use the selective 5 mm entrance reducer (supplied)
;MHM@(, moun‘l‘{n@ CL'P‘ K§ when wasp queens start building their nest at the end

of spring, to avoid unncessary bycatch (Hoverflies,
moths, other smallinsects).

1. Place the entrance reducer onto
the funnel entrance.

2. Push the anti-escape elbow over
both the reducer and the funnel.

Trap punnel lid An'(«'—ecmpe elhow ki

3 Fitting thelid clips 4 Hangingyour trap
Insert the clip into the lid opening , Use the optional hanging accessory to mount your trap
at an angle and rotate until itis 20-(21‘{-6 C(,IP onto a post or wall with a hook or screw.

~ Place the hanger under the handle first

fully inserted. The clips are

designed not to fall out easily and /CK’R\\\

are a snug fit when inserting.
Apply pressure
[}

Suap clip |

under rim

Then securely clip into
container base

5 Other securing methods 6 Importantinformation!

You can also use the strap accessory to hold the trap on
astand, or alternatively, in dry weather conditions, hang
it from the handle on a branch or bracket.
Before emptying your trap, check that there are no live
l/{ 5e a 9-{;'51'0 l'ﬂ- V%M{Md wasps remaining inside. Unclip the trap lid and dispose
of contents appropriately..

Refresh your chosen lure, reassemble the trap and
redeploy it as shownin Figure 1.

If live wasp activity is still present within the trap, it
indicates that the trap remains effective. In this case,
leave the trap in position and continue monitoring until
all activity has ceased before emptying and servicing
the trap.
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